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Product information 
Skinnespot med integreret Philips-driver. 

Kompakt design med høj effektivitet  

Leveres i hvid – Kan leveres med Dali driver 

5 års garanti 
 
 
 
 
 
 

 
 
 
 

Product data  
General Information   SDCM 3 steps 
Light source type LED  Optical type reflector 
Number of LED module 1 pcs  Control and dimming ON-OFF 
Beam angle of LED module 45°  Connection type  
Color temperature 3000K   Protection class IEC Safety class II 
CRI 90  Glow-wire test 650°C， 30 s 
LED module replaceable Yes  UGR 19 
Number of LED driver 1 unit  PstLM < 1  
Driver included Yes  SVM < 0.4  
Driver replaceable Yes  CE Mark Yes 
L90 lifetime of LED module 50,000 hrs  EU RoHS compliant Yes 
L80 lifetime of LED module 100,000 hrs  Net weight (piece) 0.7 Kg 
LED module lumen 4000 lm  Dimension  
Operating and Electrical   Overall length 166.5 mm 
Input Voltage 220-240 Vac  Overall width 90 mm 
Input frequency 50 to 60 Hz  Overall height 157 mm 
System wattage 25 W  Mechanical and Housing  
Inrush current 0.65A  Housing material Aluminum-ADC12 
Inrush time 0.280 ms  Optical material Aluminum -ALANOD 
Power factor 0.90  Housing color RAL9003 white 
Leakage current  mA  Heatsink material Aluminum-ADC12 
Ambient temperature range -25°C to + 50°C  Ingress protection code IP 20 
Performance ambient temperature Tq +35°C  Mech. impact protection code IK 06 
   Remarks  
   LED driver failure rate at 50,000hrs 5 % 
   Power consumption tolerance ± 10 % 
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Dimensional drawing 

 


