UGR TABEL 1af4

PANAMA 24W - 4000K

Unified Glare Rating Table

Ceiling RCC 0.70 0.70 0. 50 0. 50 0.30 0.70 0.70 0. 50 0. 50 0.30
Wall RW 0.50 0. 30 0. 50 0. 30 0.30 0. 50 0. 30 0. 50 0. 30 0.30
Floor RFC 0.20 0. 20 0. 20 0. 20 0.20 0.20 0. 20 0. 20 0. 20 0.20
Room Size Vewed crosswise Vewed endwise
X=2H Y=2H 20.4 21.9 20.9 22.3 22.9 19.7 21.2 20. 2 21.7 22.2
Y=3H 22.5 23.9 23.0 24.4 24.9 21.3 22.7 21.8 23.2 23.8
Y=4H 23.7 24.9 24.2 25.5 26.0 22.0 23.3 22.5 23.8 24. 4
Y=6H 24.8 26.0 25.3 26.5 27.1 22.5 23.7 23.0 24.2 24.8
Y=8H 25.4 26.5 25.9 27.1 27.7 22.6 23.8 23.2 24.3 24.9
Y=12H 26. 1 27.2 26. 6 27.7 28.3 22.7 23.8 23.3 24.3 25.0
X=4H Y=2H 21.1 22.4 21.6 22.9 23.5 20.7 22.0 21.2 22.5 23.0
Y=3H 23.5 24.6 24.0 25.1 25.7 22.6 23.7 23.1 24.2 24.8
Y=4H 24.8 25.8 25.3 26.3 26.9 23.4 24.4 23.9 24.9 25.5
Y=6H 26.1 27.0 26.7 27.5 28.2 24.0 24.9 24.6 25.5 26.1
Y=8H 26. 8 27.6 27.4 28.2 28.8 24.2 25.0 24.8 25.6 26.3
Y=12H 27.6 28.3 28. 2 28.9 29.6 24. 4 25.1 25.0 25.7 26. 4
X=8H Y=4H 25.2 26.0 25.7 26.6 27.2 24.0 24.9 24.6 25.4 26.1
Y=6H 26.7 27.4 27.3 28.0 28.8 24.9 25.6 25.5 26. 2 27.0
Y=8H 27.6 28.2 28.2 28.8 29.5 25.3 25.9 25.9 26.5 27.2
Y=12H 28.6 29.1 29. 2 29.7 30. 5 25.6 26. 1 26. 2 26. 8 27.5
X=12H Y=4H 25.2 26.0 25.8 26.6 27.2 24.2 24.9 24.8 25.5 26.2
Y=6H 26. 8 27.4 27.5 28.0 28.7 25.2 25.8 25.8 26.4 27.1
Y=8H 27.8 28.3 28. 4 28.9 29.7 25.7 26. 2 26.3 26.9 27.6
Variations with the objerver position at spacings
S=1. OH 0.1/-0.1 0.5/-0.5
S=1. 5H 0.2/-0.3 0.7/-0.8
S=2. OH 0.2/-0.3 0.8/-1.0
Reduced UGR Table:
Nordic Standard Table: BKO BKO
Correction Value 4.6 3.5




UGR TABEL 2af4

PANAMA 35W - 4000K

Unified Glare Rating Table

Ceiling RCC 0.70 0.70 0. 50 0. 50 0. 30 0.70 0.70 0. 50 0. 50 0. 30
Wall RW 0. 50 0. 30 0. 50 0. 30 0. 30 0. 50 0. 30 0. 50 0. 30 0.30
Floor RFC 0. 20 0.20 0. 20 0. 20 0. 20 0. 20 0. 20 0. 20 0. 20 0. 20
Room Size Vewed crosswise Vewed endwise
X=2H Y=2H 20.5 22.1 21.0 22.5 23.0 19.9 21.4 20.4 21.9 22.4
Y=3H 22.7 24.1 23.2 24.6 25.1 21.5 22.9 22.0 23.4 23.9
Y=4H 23.8 25.1 24. 4 25.6 26.2 22.2 23.5 22.7 24.0 24.5
Y=6H 25.0 26.2 25.5 26.7 27.3 22.6 23.8 23.2 24. 4 24.9
Y=8H 25.6 26.7 26.1 27.3 27.9 22.8 23.9 23.3 24.5 25.1
Y=12H 26.2 27.4 26.8 27.9 28.5 22.9 24.0 23.4 24.5 25.1
X=4H Y=2H 21.3 22.6 21.8 23.1 23.7 20.9 22.2 21.4 22.7 23.2
Y=3H 23.7 24.8 24.2 25.3 25.9 22.7 23.8 23.3 24. 4 25.0
Y=4H 24.9 25.9 25.5 26.5 27.1 23.5 24.5 24.1 25.1 25.7
Y=6H 26.3 27.2 26.8 27.7 28.4 24.2 25.1 24.8 25.6 26.3
Y=8H 27.0 27.8 27.5 28.4 29.0 24.4 25.2 25.0 25.8 26.5
Y=12H 27.8 28.5 28. 4 29.1 29. 8 24.6 25.3 25.2 25.9 26. 6
X=8H Y=4H 25.3 26.2 25.9 26.7 27.4 24.2 25.0 24.8 25.6 26.3
Y=6H 26.9 27.6 27.5 28.2 29.0 25.1 25.8 25.7 26.4 27.2
Y=8H 27.7 28.4 28.4 29.0 29.7 25.5 26.1 26.1 26.7 27.4
Y=12H 28.7 29.3 29.4 29.9 30. 6 25.8 26.3 26.4 26.9 27.7
X=12H Y=4H 25.4 26. 1 26.0 26.7 27.4 24. 4 25.1 25.0 25.7 26.4
Y=6H 27.0 27.6 27.6 28.2 28.9 25.4 26.0 26.0 26.6 27.3
Y=8H 27.9 28.5 28.6 29.1 29. 8 25.9 26. 4 26. 5 27.0 27.8
Variations with the objerver position at spacings
S=1. OH 0.1/-0.1 0.5/-0.5
S=1. 5H 0.2/-0.3 0.7/-0.8
S=2. OH 0.2/-0.3 0.8/-1.0
Reduced UGR Table:
Nordic Standard Table: BKO BKO
Correction Value 4.6 3.5




UGR TABEL 3af4
PANAMA 47W - 4000K
Unified Glare Rating Table
Ceiling RCC 0.70 0.70 0. 50 0. 50 0.30 0.70 0.70 0. 50 0. 50 0.30
Wall RW 0. 50 0. 30 0. 50 0.30 0. 30 0. 50 0. 30 0. 50 0.30 0.30
Floor RFC 0. 20 0. 20 0. 20 0.20 0.20 0. 20 0. 20 0. 20 0.20 0.20
Room Size Vewed crosswise Vewed endwise
X=2H Y=2H 21.8 23.3 22.3 23.8 24.3 21.2 22.7 21.7 23.2 23.7
Y=3H 24.0 25.4 24.5 25.9 26. 4 22.8 24. 2 23.3 24.7 25.2
Y=4H 25.1 26. 4 25.6 26.9 27.5 23.5 24. 8 24.0 25.3 25.8
Y=6H 26.3 27.5 26. 8 28.0 28.6 23.9 25.1 24.5 25.6 26. 2
Y=8H 26.9 28.0 27.4 28.5 29.1 24.1 25.2 24.6 25.8 26. 4
Y=12H 27.5 28.6 28. 1 29.2 29.8 24,2 25.3 24.7 25.8 26. 4
X=4H Y=2H 22.6 23.9 23.1 24.4 24.9 22.2 23.4 22.7 24.0 24.5
Y=3H 25.0 26. 1 25.5 26.6 27.2 24.0 25.1 24.6 25.7 26.3
Y=4H 26. 2 27.2 26. 8 27.8 28.4 24. 8 25. 8 25.4 26. 4 27.0
Y=6H 27.6 28. 4 28. 1 29.0 29.6 25.5 26. 4 26.0 26.9 27.6
Y=8H 28.3 29.1 28.8 29.7 30. 3 25.7 26.5 26.3 27.1 27.7
Y=12H 29.0 29. 8 29. 6 30. 4 31.1 25. 8 26. 6 26. 4 27.2 27.8
X=8H Y=4H 26. 6 27.4 27.2 28.0 28.7 25.5 26.3 26. 1 26.9 27.5
Y=6H 28.2 28.9 28.8 29.5 30. 2 26. 4 7.1 27.0 27.7 28.5
Y=8H 29.0 29.6 29.6 30.3 30.9 26.7 7.4 27.4 28.0 28.7
Y=12H 30.0 30. 6 30.7 31.2 31.9 27.0 7.6 27.7 28.2 28.9
X=12H Y=4H 26.7 27.4 27.3 28.0 28.7 25.7 26. 4 26.3 27.0 27.7
Y=6H 28.3 28.9 28.9 29.5 30. 2 26.7 27.3 27.3 27.9 28.6
Y=8H 29. 2 29. 8 29.9 30. 4 31.1 27. 2 27.7 27.8 28.3 29.1
Variations with the objerver position at spacings
S=1. OH 0.1/-0.1 0.5/-0.5
S=1. 5H 0.2/-0.3 0.7/-0.8
S=2. OH 0.2/-0.3 0.8/-1.0
Reduced UGR Table:
Nordic Standard Table: BKO BKO
Correction Value 4.6 3.5




UGR TABEL

PANAMA 60W - 4000K

Unified Glare Rating Table

4 af 4

Ceiling RCC 0.70 0.70 0. 50 0. 50 0. 30 0.70 0.70 0. 50 0. 50 0. 30
Wall RW 0. 50 0.30 0. 50 0. 30 0. 30 0. 50 0. 30 0. 50 0. 30 0. 30
Floor RFC 0.20 0.20 0. 20 0. 20 0. 20 0. 20 0.20 0. 20 0. 20 0. 20
Room Size Vewed crosswise Vewed endwise
X=2H Y=2H 22.2 23.7 22.7 24. 2 24.7 21.5 23.0 22.0 23.5 24.0
Y=3H 24. 4 25.7 24.9 26. 2 26. 8 23.2 24.5 23.7 25.0 25.6
Y=4H 25.5 26. 8 26.0 27.3 27.8 23.8 25.1 24.3 25.6 26. 2
Y=6H 26. 6 27.8 27.1 28.3 28.9 24.3 25.5 24. 8 26.0 26. 6
Y=8H 27.2 28. 4 27.7 28.9 29.5 24. 4 25.6 25.0 26.1 26.7
Y=12H 27.9 29.0 28. 4 29.5 30.1 24.5 25.6 25. 1 26.1 26. 8
X=4H Y=2H 22.9 24. 2 23.4 24.7 25.3 22.5 23.8 23.0 24.3 24.9
Y=3H 25.3 26. 4 25.8 27.0 27.5 24. 4 25.5 24.9 26.0 26. 6
Y=4H 26. 6 27.6 27.1 28.1 28.7 25.2 26.2 25.7 26.7 27.3
Y=6H 27.9 28.8 28.5 29.4 30.0 25.8 26. 7 26. 4 27.3 27.9
Y=8H 28.6 29. 4 29. 2 30.0 30.6 26.0 26.9 26. 6 27.4 28.1
Y=12H 29. 4 30. 1 30.0 30. 7 31.4 26. 2 26.9 26. 8 27.5 28. 2
X=8H Y=4H 27.0 27.8 27.5 28. 4 29.0 25. 8 26. 7 26. 4 27.2 27.9
Y=6H 28.5 29. 2 29.1 29.8 30.6 26. 7 27. 4 27.3 28.0 28.8
Y=8H 29. 4 30.0 30.0 30.6 31.3 27.1 27.7 27.7 28.3 29.0
Y=12H 30.4 30.9 31.0 31.5 32.3 27.4 27.9 28.0 28.6 29.3
X=12H Y=4H 27.0 27.8 27.6 28.4 29.0 26.0 26. 7 26.6 27.4 28.0
Y=6H 28.6 29.2 29.3 29.8 30.6 27.0 27.6 27.7 28.2 28.9
Y=8H 29.6 30. 1 30.2 30. 7 31.5 27.5 28.0 28. 1 28.7 29. 4
Variations with the objerver position at spacings
S=1. OH 0.1/-0.1 0.5/-0.5
S=1. 5H 0.2/-0.3 0.7/-0.8
S=2. OH 0.2/-0.3 0.8/-1.0
Reduced UGR Table:
Nordic Standard Table: BKO BKO
Correction Value 4.6 3.5




	PANAMA 24W - 4000K
	PANAMA 35W - 4000K
	PANAMA 47W - 4000K
	PANAMA 60W - 4000K

