
Product informa�on
TOLEDO/IP54 Panel is equipped with whole aluminium backplate

with bended corner to cover whole op�cal components.

This design makes it perfect on heat dissipa�on and high IP rate. 

Features 
* Easy replacement of LED module and driver

* IP 54 ra�ng; Dust,vapor & humidity resistant

* Dial switchable; 3000K/4000K selectable.

* L90 life�me 50K hours (Ta 25°C)

* L80 life�me 100K hours (Ta 25°C)

* Whole aluminium backplate for heat dissipa�on,long lifespan

* Suitable for industrial cleanrooms

* CE,RoHS,ENEC cer�fied
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IP 54

Product picutre

Size: 90x90mm

At least 300dpi

产品图片

尺寸: 90x90mm

分辨率至少300dpi

Product data
General Informa�on

Light source type LED

Number of LED module 1 pcs

Beam angle of LED module 120°

Color temperature 3000K/4000K dial switchable 

CRI 92

LED module replaceable No

Number of LED driver 1 unit

Driver included Yes

Driver replaceable Yes

L90 life�me of LED module 50,000 hrs

Op�cal type MP
SDCM 3 steps

Control and dimming On/off as standard;DALI available

Connec�on type 5 pole connector

Protec�on class IEC Safety class II

Glow-wire test 650°C,30s

UGR 19

PstLM <1

SVM <0.4

CE Mark Yes

EU RoHS compliant Yes

Net weight (piece) 3kg

Dimension

Overall length 595mm

Overall width 595mm

Overall height 12mm

L80 life�me of LED module 100,000 hrs

LED module lumen 3300 lm

Opera�ng and Electrical

Mechanical and Housing

Input Voltage 220-240 Vac

Housing material Aluminium

Input frequency 50 to 60 Hz

System wa�age 36W

Op�cal material PMMA
Inrush current 19.5A

Housing color Ral9016

Inrush �me 258 μs

Heatsink material Aluminum

Power factor 0.98

Ingress protec�on code IP 54

Leakage current <0.75mA/230VAC

Mech. impact protec�on code IK 07

Remarks

LED driver failure rate at 50,000hrs 5 %

Power consump�on tolerance ±7 %

Surge protec�on 1KV L-N

Ambient temperature range -20°C to + 40°C

Performance ambient temperature Tq +25°C

Geniune PMMA material LGP makes it UV resistant.

IEC194V
264VIK 07 IEC

EN 62471 EN 60598
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Product picture

Dimensional drawing

Front view Back view

Unit:mm

Screw free design

Embeded nuts for various installa�on

Welded frame,no light leakage
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